2’ MIN. OVERHANG
6’ MIN. WHEN ADJACENT
( TO WALKWAY
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(NOTE 1) '39.8'

45" PARKING

2’ MIN. OVERHANG
5" MIN. WHEN ADJACENT
( TO WALKWAY

60" PARKING

AN

\mAM AL PARKING LOT
3’ FROM PUBLIC DESIGN AND LANDSCAPE
SIDEWALK

CONC. WHEEL STOP

36" Z_Z.|'_
1

N 3/4°8 x 18"
" IRON BAR

Min.m

5
90" PARKING

3’ MIN. DISTANCE FROM
ANY OBSTACLES OR P.L.

——26

PARKING SPACE SIZE
9' X 19° — FULL SIZE

NOTE: 8 X 16" — COMPACT

TWO—WAY TRAFFIC COMPACT SPACES —
WHEN OVERHANG OF VEHICLE EXTENDS INTO WALKWAY. 25% OF REQUIRED
WALKWAY WIDTH MUST BE A MINIMUM OF 7' WIDE TO

PROVIDE 5 OF WALKWAY

INSTALL WHEEL OR BUMPER STOPS TO PREVENT CARS

FROM ENCROACHING OVER SIDEWALKS, ADJOINING

PROPERTY OR CITY RIGHT—OF—WAY.

SHEET FLOW OVER SIDEWALKS IS PERMITTED FOR AREAS

1/4 ACRE OR LESS, UNLESS OTHERWISE APPROVED BY THE

CITY ENGINEER. MINIMUM SLOPE FOR ASPHALT SURFACE

SHALL BE 1% AND .2% FOR FLOWLINES.

REF. & REV. CITY OF MADERA

OFF—STREET PARKING June 2005
AUG. 2008
REQUIREMENTS E—4




